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金型温度調節機（MCJ・MCQ・GMC型）  保守点検要領

水混入厳禁

水ぬれ厳禁

Mold Temperature Controller (MCJ, MCQ, GMC) Maintenance/Inspection

NO WATER PENETRATION

NO WATER LEAKS

Expansion Tank Oil Plug (oil inlet):
Only on A-Type

(9) FLOALESS SWITCH (L,H TYPE)
(10) FLOAT SWITCH (A TYPE)
       CHECK BOTH EVERY 3 MONTHS

(3) Temperate controller:
      Check Daily

(11) SSR (Solid Start Relay):
        Check every 3 Months

(2) Pipe Coupling:
     Check Daily

(12) Terminal: Check 
        every 3 Months

(13) Bolts/Nuts:
       Check every 3 Months

(A-type) (L, H-type)
Connector 
Cord
Hex Socket
Head Cap
Lid

Snap Ring*1
Float Ball
Snap Ring*1
O-Ring

O Ring Guide

Expansion Tank

*2 If Contaminated,
Please clean out

*1 Do not remove snap ring

Hex Socket
Head Cap
Screw(x4)

bronze
         tube
teflon tube

rod *2

BreakerDo not let any objects
         contact this

(1) Pressuremeter:
     check daily

(4) Strainer:
     clean monthly
(5)&(6) Medium:
            check daily

Drain Port Strainer

(7) Hose:
     Inspect monthly

(8) Pump Drain (mechanical):
     clean monthly

Pump Drain
mechanical


